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* Alle getoonde afbeeldingen zijn alleen voor illustratieve doeleinden.  Afwijkingen van de producten zijn mogelijk. 
* Check voor montage of de producten beschadigd zijn tijdens het transport.

GIRO RONDE SPIEGEL 
600/800/1000/1200 MM

Installatie & gebruiksaanwijzing

2  

Boor twee gaten van 0,75 cm in de muur voor 
montage, duw de pluggen in de gaten en draai de 
schroeven stevig vast.

Cleaning your product
When cleaning  any mirrored surfaces it is recommended to use a soft,
dry, non abrasive cloth with the power turned off. Do not use cleaning agents or
abrasive materials.
DO NOT allow moisture to come into contact with any electrical components.
Compliance

Electrical Safety
Suitable for Europe Installations only.
All fittings must be installed by a competent person, in accordance with current 
wiring regulations. If in doubt consult a qualified electrician.
Important: Always switch off the electrical supply at the mains during installation and
maintenance. It is recommended that the fuse is withdrawn or the circuit breaker is
switched off for the necessary circuit before installation commences.

After care service

DO NOT connect
to a plug & socket outlet.
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Instructions of the Touch sensor 
switch and Dimmer

Touch the switch gently with your 
finger for every <0.5 seconds,the 
color temperature will change
Note: When the mirror is
switched on/off the colour
temperature will be memorised.

Instructions of the Touch sensor 
switch and Dimmer

Touch the switch gently with 
your finger for every >0.5 
seconds,the brightness will 
change
Note: When the mirror is
switched on/off the brightness
will be memorised.
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Contents: 1
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Cleaning
Avoid using commercial or abrasive cleaners. Using only a soft damp cloth will preserve the finish.

Anchor
X2

2

  33cm

  

Horizontal  

hardware store for assistance

Use a level to mark locations for the mounting holes, 
it is 33cm from hole to hole.

Drill two 0.75cm pilot holes in wall for mounting,
screw the Anchors into the holes until flush,
secure the Screws into the Anchors tightly.

Hang over the two hanging bars of the mirror onto 
the screws. 
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Hang de spiegel op aan de twee ophangbeugels.

Gebruik een waterpas om de locaties voor 
de montagegaten te markeren. 
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Onderhoud: gebruik bij het reinigen van de spiegel een zachte, droge, niet-schurende doek terwijl de stroom is 
uitgeschakeld. Gebruik geen reinigingsmiddelen of schuurmiddelen. 

 
Belangrijk: schakel tijdens installatie en onderhoud altijd de stroomtoevoer uit. 

Spiegel Van gat tot gat

600 mm 33 cm

800 mm 50 cm

1000 mm 60 cm

1200 mm 70 cm
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Om de kleurtemperatuur te veranderen raak je de 
touch schakelaar telkens <0,5 seconde zachtjes aan 
en langer dan 0,5 seconde om de helderheid aan te 
passen.


