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Be Born Leader

1. After you open the product, yes
As per standard Parts List
Accessories.Check whether the 
spare parts are finished If there 
is any defect, please contact us 
immediately Contact local dealers.
The following figure

2.The height of the bathtub shall 
be the same as the installation size 
of the product match

1.Start by drawing the straight pipe, 
decorative cover and three claws The 
indicator is strung on the hose, and 
then the hose is screwed onto the main body

2.Screw the straight pipe together 
with the main body

Screw-onScrew-on

Screw-on

Screw-on

Drilling

Three jaw 
mounting dimensions

Connecting water 
inlet pipe

The floor 
surface

3.Follow the diagram below for the 
inlet pipe In the construction

4.Connect the hoses and follow up pipes

7.Fix the faucet assembly with 
the expansion screw

8.Twist the spray hoses separately
The main body and the hand held 
flowers are sprinkled on

9.The assembly diagram

5.Twist the long three claws 
on the main assembly

6.Drill holes as shown
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Screw-on

Screw-on

Drilling

Three jaw 
mounting dimensions

Connecting water 
inlet pipe

The floor 
surface

3.Follow the diagram below for the 
inlet pipe In the construction

4.Connect the hoses and follow up pipes

7.Fix the faucet assembly with 
the expansion screw

8.Twist the spray hoses separately
The main body and the hand held 
flowers are sprinkled on

9.The assembly diagram

5.Twist the long three claws 
on the main assembly

6.Drill holes as shown
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1. After you open the product, yes
As per standard Parts List
Accessories.Check whether the 
spare parts are finished If there 
is any defect, please contact us 
immediately Contact local dealers.
The following figure

2.The height of the bathtub shall 
be the same as the installation size 
of the product match

1.Start by drawing the straight pipe, 
decorative cover and three claws The 
indicator is strung on the hose, and 
then the hose is screwed onto the main body

2.Screw the straight pipe together 
with the main body

Screw-on Screw-on
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Drilling

Three jaw 
mounting dimensions

Connecting water 
inlet pipe

The floor 
surface

3.Follow the diagram below for the 
inlet pipe In the construction

4.Connect the hoses and follow up pipes

7.Fix the faucet assembly with 
the expansion screw

8.Twist the spray hoses separately
The main body and the hand held 
flowers are sprinkled on

9.The assembly diagram

5.Twist the long three claws 
on the main assembly

6.Drill holes as shown
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Alle getoonde afbeeldingen zijn alleen voor illustratieve doeleinden.  Afwijkingen van de producten zijn mogelijk. 
* Check voor montage of de producten beschadigd zijn tijdens het transport.



Handleiding
Let op: het binnenwerk van de kraan van de buitendouche kan bij vorst bevriezen, zorg er dus voor dat je de 
waterleiding naar de buitendouche laat leeglopen voor het begint te vriezen.

Volg hiervoor onderstaande stappen:

1.            Draai eerst de afsluitkraan tussen de douchekraan en de hoofdkraan dicht.
2.            Draai nu de douchekraan en aftapkraan open.
3.            Draai de aftapkraan dicht en zorg dat de douchekraan open blijft staan

Vorst- en gebruikersschade vallen niet onder garantie.


